


















































































































Data ( type) SKY 4000 - A 3 - 9 SKY - 4000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 2350 - 4550 2350 - 4550

Max. Tripping speed 1.5 m/s 1.5 m/s

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

Data ( type) SKY 4000 - A 3 - 9 SKY - 4000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 2055 - 4125 2055 - 4125 

Max. Tripping speed 2.16 m/s 2.16 m/s 

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

Data ( type) SKY 4000 - A 3 - 9 SKY - 4000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 1500 - 3150 1500 - 3150

Max. Tripping speed 2.5 m/s 2.5 m/s 

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality



Data ( type) SKY 3000 - A 3 - 9 SKY - 3000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 1300 -3000 1300 - 3000

Max. Tripping speed 1.5 m/s 1.5 m/s

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

Data ( type) SKY 3000 - A 3 - 9 SKY - 3000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 1150- 2635 1150- 2635

Max. Tripping speed 2.16 m/s 2.16 m/s

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

Data ( type) SKY 3000 - A 3 - 9 SKY - 3000 A 3 - 16

Slide-way head thickness 9mm 16 mm

Type of slide-ways 70x65x9 70x65x9

Carriying capacity- min.max (kg) 980- 2330 980- 2330

Max. Tripping speed 2.5 m/s 2.5 m/s

Slide-way surface quality Cold- drawn / Machined Cold- drawn / Machined

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality

     

Slide-way head thickness

Type of slide-ways

Carriying capacity- min.max (kg)

Max. Tripping speed

Slide-way surface quality
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AĞIRLIK KASNAĞI
TENSION WEINGT

ÖBM 25 -RAY TİPİ UZAKTAN ERİŞİMLİ ÇİFT YÖNLÜ HIZ REGÜLATÖRÜ

ÖBM 25 ÇİFT YÖNLÜ HIZ REGÜLATÖRÜ

ÖBM 25 -RAIL TYPE MRL BI-DIRECTIONAL OVERSPEED GOVERNOR

ÖBM 25 BI-DIRECTIONAL OVERSPEED GOVERNOR

ÖBM 25 -RAY TİPİ UZAKTAN ERİŞİMLİ 

ÖBM 25 ÇİFT YÖNLÜ 

» TEST BOBİNİ 24 VDC VE 190 VDC SECENEKLERİ MEVCUTTUR
» EMNİYET SWIC KONTROLÜ SAĞLAYAN UZAKTAN ERİŞİM BOBİNİ
» 24 VDC-220 VAC SEÇENEKLERİNDE MEVCUTTUR.
» SESSİZ ÇALIŞMA
» TSE 81-50 STANDARTLARINA UYGUNDUR.
» EMNİYET KONTAKLI GERGİ KASNAKLI

» SESSİZ ÇALIŞMA
» TSE 81-1/2 STANDARTLARINA UYGUNDUR.
» EMNİYET KONTAKLI GERGİ KASNAKLI
» 240 MM KASNAK SECENEĞİ MEVCUTTUR.

» THERE ARE 24 VDC VE 190 VDC OPTION FOR TEST BOBBIN
» THERE ARE 24VDC-220 VAC OPTION AT THE SAFETY SWICH OF REMOTE CONTROL
» SILENT WORKING
» FULFILLMENT OF LIFT DIRECTIVE 81-20/50
» TENSIONING WEINGT WITH SAFETY CONTACT

» SILENT WORKING
» FULFILLMENT OF LIFT DIRECTIVE 81-1/2
» TENSIONING WEINGT WITH SAFETY CONTACT
» THERE İSE 240 MM PULLEY





A Ğ I R L I K  K A R K A S I - K A B İ N  K A R K A S I
A Ğ I R L I K  K A R K A S I - K A B İ N  K A R K A S I

66www.ozbesler.com.tr
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MRL

MR

2/12/1

MR
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P A K E T  A S A N S Ö R  S İ S T E M L E R İ
П А К Е Т Ы  Л И Ф Т О В Ы Х  С И С Т Е М 

Özbeşler Asansör Dış Ticaret departmanı ile kaliteli, yenilikçi müşteri memnuniyeti odaklı anlayışı ile dünya pazarına ürünlerine sunmaya, uzman 
kadrosu ile müşterilerinin yanında olmaya devam etmektedir. Talebi oluşturan tüm projeler için teklif aşamasında kuyuya özel tasarlanmış 2D ve 
3D çizimli projelerle tüm teknik gereklilikler hesaplanarak çözümler sunuyoruz. Standart kabin tiplerimiz, ekonomik üretim modellerimiz yanında 
özel tasarlanmış müşteri isteklerini ön plana taşıdığımız farklı model, renk ve iç döşeme tipleriyle hizmetinizdeyiz. Paket sistem içinde gerekli 
tüm komponentler kaliteli, yeterlilik standartlarına sahip uygun fi yat avantajlarında size sunuyoruz. Güvenlik komponentlerinin tümü TSE ve EN 
standartlarına uygun üretilmektedir.Satış sonrası, teknik destek, yedek parça temini konularında deneyimli kadromuz ile hizmetinizdeyiz. 
Talebinizle oluşan projenizi onayınızla birlikte 4 hafta içinde size ulaştırmak üzere fabrikamızdan sevk ediyoruz. 

Özbeşler Elevator continues to be with its customers through the company’s expert personnel and provides products to the world with its 
customer-oriented understanding thanks to its good quality and innovative international sale department. For all requested projects, we provide 
solutions by calculating its technical requirements through 2D and 3D drawing projects special to the project in the bidding stage. 
With di� erent model, color, and interior fl ooring, we are ready to serve with our standard cabin types, economic models, and specially designed 
cabins prioritizing customer’s wishes.All components of packaged systems are high quality and meet quality standards with reasonable price. 
All of the safety components are manufactured in accordance with TSE and EN standards.We are at your service with our experienced sta�  in af-
ter sales, technical support, and spare parts supply.After the approval of your requested project, we send it to the factory to deliver the product 
to you with four weeks.

 Компания «Озбешлер Асансор», ее отдел внешней торговли с опытным персоналом с инновационным пониманием, ориентированным 
на удовлетворение потребностей клиентов, продолжает быть рядом со своими клиентами и поставлять продукцию высокого качества на 
мировой рынок,.Для всех проектов, создающих спрос, на этапе предложения мы предоставляем решения рассчитывая все технические 
требования с помощью специально разработанных 2D и 3D чертежей.В дополнение к кабинам стандартного типа и экономичным 
производственным моделям, мы предлагаем к вашим услугам различные модели, с различным типом цветового решения и напольных 
покрытий, которые специально разработаны с учетом потребностей и пожеланий клиентов. Мы предлагаем вам  системные пакеты по 
преимущественно разумным ценам, все необходимые компоненты которых имеют высокое качество и соответствуют квалификационным 
стандартам.Все компоненты безопасности изготовлены в соответствии со стандартами TSE и EN.Наш персонал, владеющий опытом 
послепродажного обслуживания, технической поддержки и поставки запасных частей, всегда к вашим услугам.Ваш проект, разработаный 
на основании вашего запроса, после вашего одобрения в течении 4 недель будет отправлен с нашей фабрики и доставлен вам.
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P O L İ Ü R E T A N - H İ D R O L İ K  T A M P O N L A R
P O L Y U R E T H A N E - H Y D R A U L I C  B U F F E R

ÖBM-TP1

ÖBM-TP1

ÖBM-TP1
Maks. Nominal Hız      
Maksimum Yük                
Minimum Yük                      

Max. Nominal Speed      
Max. Allowable Load                
Min. Allowable Load                      

макс.номинальный скорость      
максимальная нагрузка                
минимальная нагрузка                      

1.00 m / s – 1.20 m / s 
1400 kg – 900 kg
300 kg – 300 kg 

1.00 m / s – 1.20 m / s 
1400 kg – 900 kg
300 kg – 300 kg 

1.00 м/с-1.20 м/с 
1400 кг - 900 кг
300 кг-300 кг 

ÖBM-TP2

ÖBM-TP2

ÖBM-TP2 Maks. Nominal Hız      
Maksimum Yük                
Minimum Yük                      

макс.номинальный скорость      
максимальная нагрузка                
минимальная нагрузка                  

Maks. Nominal Hız      
Maksimum Yük                
Minimum Yük                      

1.00 m / s – 1.20 m / s 
2700 kg – 2000 kg
450 kg – 600 kg

1.00 м/с-1.20 м/с
2700 кг - 2000 кг
450 кг-600 кг

1.00 m / s – 1.20 m / s 
2700 kg – 2000 kg
450 kg – 600 kg

ÖBM-TP3

ÖBM-TP3

ÖBM-TP3

ÖHTP 16-20
Maks. Nominal Hız      
Maksimum Yük                
Minimum Yük                      

Max. Nominal Speed      
Max. Allowable Load                
Min. Allowable Load                      

макс.номинальный скорость      
максимальная нагрузка                
минимальная нагрузка                  

P+Q      
Vnominal                

1.00 m / s – 1.20 m / s 
2000 kg – 1500 kg
300 kg – 300 kg 

1.00 m / s – 1.20 m / s 
2000 kg – 1500 kg
300 kg – 300 kg 

1.00 м/с-1.20 м/с
2000 кг - 1500 кг
300 кг-300 кг

2000 KG
1,6 m/sn-2 m/sn
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K O M P E N A N T L A R
C O M P E N A N T  O N

HALAT ŞİŞESİ

AĞIRLIK PATENİ

KABİN PATENİ YAĞDANLIK

KAŞIK EN 81-20/50

KAŞIK EN 81-1/2

HALAT ŞİŞESİ KAŞIK EN 81-20/50

KAŞIK EN 81-1/2

KAŞIK EN 81-20/50KAŞIK EN 81-20/50

KABİN PATENİ
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B U T O N L A R
B U T O N L A R

T01 T02

T07

T12

T17

T03

T08

T13

T18

T04

T09

T14

T19

T05

T010

T15

T20

T06

T11

T16



73 www.ozbesler.com.tr

B U T O N L A R
B U T O N L A R

T28

T22

T29

T23

T30

T24 T25 T26

T27

T21
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NAGEL NAGEL AKIŞ

AKIŞ

ALBERTO SASSI

ÖZBEKASTES

AKIŞ

ARK

AKAR

EMF

ALBERTO SASSI

AKAR

AKIŞ

AKIŞAKIŞ
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T A B A N - T A V A N  L A Z E R  S E Ç E N E K L E R İ
T A B A N - T A V A N  L A Z E R  S E Ç E N E K L E R İ
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DALMATA D. GRANİT

PORINO D.GRANİT

SARDO

BROWN D.GRANİT

MİNHO D. GRANİT

İTHAL PVC

STAR D.GRANİT

BETA D. GRANİT

İTHAL PVC İTHAL PVC

VEL D.GRANİT

PEARL D. GRANİT



Y A N  D U V A R  G Ö R S E L L E R İ
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Strojirensky zkusebni ustav, s.p. 
(Engineering Test lnstitute, Public Enterprise) 

Notifıed Body 1015 

INSPECTION CERTIFICATE 
TYPE EXAMINATION ACCORDING TO EN 81-50 ARTICLE 5.2 

Number: I-61-22516/17/ZZ 

issued in accordance with Article 5.3.9.2 of the Harmonised Standard EN 81-20:2014 

Manufacturer: 

ÖZBEŞLER ASANSÖR SAN. TİC. L TD. ŞTİ. 
Samanlı Mahallesi 2. Serin Sok. No: 138/A Yıldırım, Bursa, Turkey 

Product: 
Safety Component: Devices for locking car doors - door locking

Type: 

ÖBM-K02 
Versions: 

F1 UR, F2UR, F3UR, F4UR, F2C, F4C, F6C, F8C 

Product specifications: 
see Annex No. I-61-22514/17/ZZ/1 

The above introduced Inspection Body by this Certifıcate certifies the conformity of the subject 
sample of safety component properties with the requirements of the  

Clause 5.2 of EN 81-50:2014

The basis tor this Certifıcate issue is the conformity assessment carried out according to 
European Harmonised Standard EN 81-20:2014 and EN 81-50, evaluated in the Part            
I of the lnspection fınding, lnspection Report No 66.-13553/3 dated August 25, 2017. An 
integral part of this Certifıcate is the Annex No. I-61-22516/17/ZZ/1 dated August 25, 2017. 
Rules for handling the certifıcate are stated in the conclusions of inspection reports.  

Validity of this Certificate is limited on period of 5 years. 

in Brno, on August 25, 2017 

This Certificate consists of 1 Page + 2 Page of the Annex. 

lng. Temas Hruska 
Director 

Strojirensky zkusebnf ustav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika 
Engineering Test lnstitute. public enterprise. Hudcova 424ı56b, 621 00 Brno, Czech Republic 

"' 't -i.�i��-Z.�:..A!:,,��1.}.1,,lliRi&1�!.l!....'.0�.u'. ==�::u.:..:�==������Ull,ı,:a.M!.,����.'..W.���Ull����ı.!$'-JM\U.!

Strojirensky zkusebni ustav, s.p. 
(Engineering Test lnstitute, Public Enterprise) 

Notifıed Body 1015 

CERTIFICATE 
EU TYPE EXAMINATION 

Modul B 
Number: I-61-22517/17/ZZ 

issued in accordance with part A, Annex iV of the European Parliament and Council Directive 2014/33/EU 

Manufacturer: 

ÖZBEŞLER ASANSÖR SAN. TİC. L TD. ŞTİ. 
Samanlı Mahallesi 2. Serin Sok. No: 138/A Yıldırım, Bursa, Turkey 

Product: 
Safety Component: Energy Dissipating Buffers 

Type: 

ÖHTP 
Versions: 

ÖHTP 16, ÖHTP 20 

Product specifications: 
see Annex No. I-61-22517/17/ZZ/1 

The above introduced Notified Body by this Certificate certifies the conforrnity of the subject 
sample of safety component properties with the requirements of the 

European Parliament and Council Directive 2014/33/EU 
according to Annex iV (module B) 

The basis for this Certificate issue is the conformity assessment carried out according to Module 
B, evaluated in the Part I of the lnspection fınding, lnspection Report No 66-13553/4 dated 
October 30, 2017. An integral part of this Certificate is the Annex No. I-61-22517/17/ZZ/1 
dated October 30, 2017. 
Rules for handling the certificate are stated in the conclusions of inspection reports. 

Validity of the Certificate EU type examination is limited on period of 5 years. 

in Brno, on October 30, 2017 

This Certificate consists of 1 Page + 2 Page of the Annex. 

lng. Temas Hruska 
Director 

Strojirensky zkusebnf ustav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika 
Engineering Test lnstitute. public enterprise. Hudcova 424ı56b, 621 00 Brno, Czech Republic 

"' 't -i.�i��-Z.�:..A!:,,��1.}.1,,lliRi&1�!.l!....'.0�.u'. ==�::u.:..:�==������Ull,ı,:a.M!.,����.'..W.���Ull����ı.!$'-JM\U.!

Strojirensky zkusebni ustav, s.p. 
(Engineering Test lnstitute, Public Enterprise) 

Notifıed Body 1015 

CERTIFICATE 
EU TYPE EXAMINATION 

Modul B 
Number: I-61-22518/17/ZZ 

issued in accordance with part A, Annex iV of the European Parliament and Council Directive 2014/33/EU 

Manufacturer: 

ÖZBEŞLER ASANSÖR SAN. TİC. L TD. ŞTİ. 
Samanlı Mahallesi 2. Serin Sok. No: 138/A Yıldırım, Bursa, Turkey 

Product: 
Safety Component: Energy Accumulating buffer with Non-Linear Characteristics

Type: 

ÖBM TP 
Versions: 

ÖBM TP1, ÖBM TP2, ÖBM TP3 
Product specifications: 

see Annex No. I-61-22518/17/ZZ/1 

The above introduced Notified Body by this Certificate certifies the conforrnity of the subject 
sample of safety component properties with the requirements of the 

European Parliament and Council Directive 2014/33/EU 
according to Annex iV (module B) 

The basis for this Certificate issue is the conformity assessment carried out according to Module 
B, evaluated in the Part I of the lnspection fınding, lnspection Report No 66-13553/5 dated 
December 18, 2017. An integral part of this Certificate is the Annex No. I-61-22518/17/ZZ/1 
dated December 18, 2017. 
Rules for handling the certificate are stated in the conclusions of inspection reports. 

Validity of the Certificate EU type examination is limited on period of 5 years. 

in Brno, on December 18, 2017 

This Certificate consists of 1 Page + 1 Page of the Annex. 

lng. Temas Hruska 
Director 

Strojirensky zkusebnf ustav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika 
Engineering Test lnstitute. public enterprise. Hudcova 424ı56b, 621 00 Brno, Czech Republic 

"' 't -i.�i��-Z.�:..A!:,,��1.}.1,,lliRi&1�!.l!....'.0�.u'. ==�::u.:..:�==������Ull,ı,:a.M!.,����.'..W.���Ull����ı.!$'-JM\U.!






